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FKRE

0O
FUFPJNT
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FPLUGEIK

Componert

CEMENT

Componert

CEMEMNT

7.114.0
7,195
71202
71302
7,132.0

TopMD (ft)

7,250.0

TopMD (ft)

7,344 .0

Top MD (ft]

7.441.0

7.119.5
71202
71302
7.132.0
71324

Bt MD (1)

7,253.0

Bt MD (1)

7.441.0

Bt MD (f)

74530

Item OD (in) Grade Wt

CASING JOIMNT(S) 14.000

(ppf]

term QD (in) Grade Wt (ppf)

CASING JOINTIS) 9.625  K-55  36.00
9 625

CASING JOINTIS) 9625 K-55 36.00

GUIDE SHOE 9 625

ltem QD (in) Grade Wit

(ppf)

CASING JOINT(S) 7.000  MN-80  26.00
FLAG JOINT F.000 MN-80 26.00
CASING JOINT(S) 7.000  MN-80  26.00
FLOAT COLLAR  7.000
CASING JOINT(Z) 7.000  MN-80 26.00
FLOAT SHOE 7.000

Wel: 318X-355

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol: 531 cf
Hole Size: 12-1/4"
Casing Size: 9-5/8"

Top Job: NO

Rtns to Sfc: YES (28 cf)
TOC: Surface

Interm Csg. Cmt Vol None
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TTOC:

Prod. Csg. Cmt Vol: 1439 cf
Hole Size: B-3/4"
Casing Size: 7"

Top Job: NO
Rtns to Sfc: NO
TTOC: Surface

Liner Cmt Vol: None
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TTOC:

Top of Formation:
B-Sand 6651

Volume Behind Pipe:

2.07 and 1.33 Yield Assumed
Theoretical Calculations (TTOC)
DWN April 2011

TopMD (ft) BtmMD (ft)
21.0 1,018.6
1.0 1,018.6
1 1,063.9

0 1,065.0

BtrmtD (ft)

21.0 6,285 8
65,2958 6,323.6
(5,323 .6 7,344 5
7,344 5 7,346
7,346 .1 74398
74398 7.441.0

SIT/R: 355/305/24E
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